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1026.1 General. In addition to the means of egress required by this chapter, provisions shall be made for emergency
escape and rescue in Group R and I-1 occupancies. Basements and sleeping rooms below the fourth story above grade
plane shall have at least one exterior emergency escape and rescue opening in accordance with this section. Where
basements contain one or more sleeping rooms, emergency egress and rescue openings shall be required in each
sleeping room, but shall not be required in adjoining areas of the basement. Such openings shall open directly into a
public way or to a court yard that opens to a public way.

1026.2 Minimum size. Emergency escape and rescue openings shall have a minimum net clear opening of 5.7 square
feet (0.53M2).

Exception: The minimum net clear opening for emergency escape and rescue grade-floor openings shall be 5 square
feet (0.46M2).

GRADE FLOOR OPENINGS. A window or other opening located such that the sill height of the opening is not more
than 44 inches (1118 mm) above or below the finished ground level adjacent to the opening.

GRADE PLANE. A reference plane representing the average of finished ground level adjoining the building at exterior
walls. Where the finished ground level slopes away from the exterior walls, the reference plane shall be established by
the lowest points within the area between the building and the lot line or, where the lot line is more than 6 feet from the
building, between the building and a point 6 feet from the building.

1026.2.1 Minimum dimensions. The minimum net clear opening height dimension shall be 24 inches (610mm). The
minimum net clear opening width dimension shall be 20 inches (508mm). The net clear opening dimensions shall be the
result of normal operation of the opening.

1026.3 Maximum height from floor. Emergency escape and rescue openings shall have the bottom of the clear open-
ing not greater than 44 inches (1118mm) measured from the floor.




